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ID 114187
Marke Volvo
Konstruktion Bagger
Modell EC160D L
PROPERTIES
Baujahr 2012 gl T | |
Betriebsstd. 15.313 - '
Gewicht 19.060 kg
'Volvo Construction E¢
Volvo Construction Equipment Germany Gmbk
Max-Planck-Str.1 D-54329 Konz, Germany
Model/Type A \
Product s i
Identification y < F CRVRANET
Number !
Machine mass kg C 6 “‘,
Engine power kW 3
Manufacturing year ‘f"_
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ZUBEHOR BESCHREIBUNG
« Arbeitsscheinwerfer hinten ¢ Arbeitsscheinwerfer vorne ¢ Emissieklasse: Stage IIIB

Rundumleuchte For sale:

Volvo EC160 DL

Year: 2012

Hours: 15.313

Operating weight: 19.060 kg

Engine:

Volvo D4H

Power: 105 kW / 143 HP
Displacement: 4.038 cc
Cylinders: 4

Emission: Stage IIB

Undercarriage:
Plate width: 60 cm
Plates: 25%

Rolls: 40%
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Steelwrist X18 Tilt rotator (from 2020)
S60 Quick coupler
Grading bucket
Hammer / shear hydraulics
Check valves on all cylinders
Automatic lubrication
Additional diesel pump to fill the tank
LED working lights around the machine
Rotation beacon

Cabin:

Air suspension seat

Heated seat

Climate control (air conditioning)
Rear view camera

Proportional joysticks

Radio

Description:
This Volvo EC 160 CL is in good working condition. Well
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D.P.A. Weeversstraat 2, 8316 GG Marknesse

Tel.: +31 527 24 61 40
Email: info@hulleman.com




