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Mercedes-Benz AROCS 4153 | 8X4 | 110.000 KM | RETARDER

| FULL STEEL | EURO 6

COMMON

1D 114158.1
Marca Mercedes-Benz

Construccion Volguete

PROPERTIES

Afo de construccion 2020

Clase emision 6

110.043 km
21-04-2020

Kilometraje
Primera fecha de registro

Numero de identificacion del

vehiculo W1T96423110437944
Configuracion del eje 8x4

Peso vacio 17.560 kg

Peso de carge 26.365 kg

Maximo peso 44.000 kg

Distancia entre ejes 455
ACCESORIOS

* ABS ¢ Aire acondicionado ¢ Asientos con suspension
neumatica e« Blogueo de diferencial < Bluetooth < Bocina
de aire ¢ Caja de herramientas ¢ Cruise control « Camara
de vision trasera e« Espejos calefactables < horquilla ¢
Luces brillantes « Ordenador de a bordo e« Parasol ¢« PTO

 Suspension ¢ Tanque de combustible de aluminio

Mercedes-Benz AROCS 4153 | 8X4 | 110.000 KM | RETARD...

Referentienummer: 114158.1

Naafreductie Naafreductie
385/65R22.5 385/65R22.5 315/80R22.5 315/80R22.5
9.000 kg 9.000 kg 13.000kg  13.000 kg
Bladvering  Bladvering Bladvering  Bladvering

v v v

30% 30% ]]
30% 30%

DESCRIPCION

For sale:

Make and model: Mercedes Arocs 4153
Wheel formula: 8x4

First registration: 21-04-2020
VIN: W1T96423110437944
Mileage: 110.043 km
Construction: Kipper
Wheelbase: 4.55 m

GVW: 44.000 kg

CVW: 68.000 kg

Empty weight: 17.560 kg
Loading capacity: 26.365 kg

Engine:

Power: 390 KW / 530 HP
Cylinders: 6

Cylinder volume: 12.809 cm3
Emission standard: EURO 6

M Aanvhhac: TaAlliaAame 100



-
Suspension | Weights | Tyres:
1st Axle: Steel | 9.000 kg | 385/65R22.5 20%
2nd Axle: Steel | 9.000 kg | 385/65R22.5 20%
3rd Axle: Steel | 13.000 kg | 315/80R22.5 30%
4th Axle: Steel | 13.000 kg | 315/80R22.5 30%

General specifications:
PTO

Hydraulic system
Hydraulic connection for trailer
Trailer connection

Hub reduction
Retarder

Differential locks
Topbar with extra lights
LED working lights
Aluminum diesel tank
Ad blue

Xenon

Toolbox
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