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ID
Marque

Chassis

PROPERTIES

Année de construction

Heures de travail

Numéro d'identification véhicule

Poids a vide
Longueur
Largeur

La taille

ACCESSOIRES

113106
Volvo

Graphe

2017

9.550
VCEW150ET00320871
18.400 kg

700 cm

260 cm

330 cm

.® Volvo Construction Equipment{ e

Volvo Construction Equipment Germany GmbH
Max-Planck-Str.1 D-54329 Konz-Koenen, Germany
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Product
Identification F
Number

Machine mass kg [

Engine power kW

Construction year

DESCRIPTION

Emissieklasse: Stage IV
For sale:

Volvo EWR 150 E
Year: 2017
Hours: 9.550
Weight: 18.400 kg

Engine and transmission:
Volvo D4J

4-cylinder diesel
Displacement: 4.038 cc
Power: 105 KW / 141 HP
Emissions: stage IV

Ad blue

EPA

Powershift transmission

Undercarriage:

Lo ] = APV | 2N
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LVO

14882660 @




-
2x toolbox

Tyres: 10.00-20 15%

Equipment and options:

Hydraulic levelling

Boom suspension

Check valves on the cylinders

2-piece boom

Hydraulic quick coupler: S60

Engcon tiltrotator with quick coupler QS60 with aux
Bucket KM60

All hydraulic lines (hammer / shear / rotation)
Central lubrication

LED Working lights

LED rear lights

Rotating Beacon

Flashlights

Cabin specifications:
Rops cabin

Nl nta Aammbval (AlveaA)

D.P.A. Weeversstraat 2, 8316 GG Marknesse

Tel.: +31 527 24 61 40
Email: info@hulleman.com




